A ADVANSO GAS (M) SDN BHD (roc. no.: 1277486-x)

ADVANSOGAS

Threaded Ball Valve Full Bore (BSPT)
[Brand : ADVANSO GAS (Model : N10111110)]

Brass gas ball valve is made of forged brass and operated with handle, designed for
domestic natural gas and LPG with better sealness, easy to open and close, widely

used for plumbing, heating, and pipelines.

APPLICATION <
Cold and hot water installation, Oil and inflammable gasses, | &, < <
Pressurized air, Hot Steam, LPG, Natural gas & etc. gg ‘ §’§ 3‘; &

SPECIFICATIONS

Max. pressure: 600 Psi

Working pressure: 40 kgf/cm? (600psi)
Temperature max: 150°C

Hydrostatic shell test: 4.12 Mpa (42 kgf/cm?)

Pneumatic seat test: 0.59 Mpa (6 kgf/cm?) Approved by :

Dimension (mm) :- 5@?@355’?:‘3%35?2353

~|inch|1/a|1/2|3/a| 1 | 1% | 1% | 2 3

Sz mm| 8 | 15 | 20 | 25 | 32 | 40 | 50 e -
D 10 | 15 | 20 |24.5| 30 | 40 | 50 y [Illﬁ
L1 42 | 54 | 63 | 72 | 82 | 94 | 114
L2 10.5/13.5|15.5|17.5| 19 | 19 |235 T D
L3 50 |98.5/98.5| 125 | 140 | 140 | 165 B -
H 39 | 48 | 52 |60.7|74.5|82.5]|92.5 L1

Material :-

No. Part Material

1 |Bonnet Brass

2 | Ball Seat PTFE

3 Ball C.P Brass

4 | Body Brass

5 |Packing Gland PTFE

6 |Packing Nut Brass

7 Handle C.P Steel

8 | Gasket Steel

9 Packing Nut N.P Steel

10 |Stem Brass

*N.P.- Nickel plated, C.P.- Chrome plated
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