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Gas is Leaking

Industrial Kitchen

Danger always happen 
in unsuspecting occasions

Food Court in Malls

Home Kitchen

Gas Cylinders in Kitchen Area

GAS LEAK ALERT 

GLA-222-FLP
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MUST FOR HUMAN AND INDUSTRIAL SAFETY



Gas Sensor                           :  Catalytic / Pellistor/ Semiconductor
Gas Sampling         :  Diffusion 
Response Time         :  Less than 5 Sec. at excess leak (Resume Automatically)
Alarm Method         :  Visual 
Warm up Time                     :  1min

Operating Power                :  230 VAC ±10%, 50Hz

· Provides Fast & Reliable Response by using  Catalytic / Pellistor/  
   Semiconductor Technology for detecting leak of LPG/ CNG/ PNG/  

   LNG/ Natural Gas/ Flammable Gas.

· Optimized for detection of smallest gas leak with LED indication

· Provides visual signals when the gas concentration crosses the 
Pre-set Alarm level

· Helps to detect Gas and Excess Temperature indication

· Easy Installation, Simple Plug-in design for house hold, 230 VAC 
powered

· Optional Single Alarm Relay to operate shut off valve/ 
    Buzzer Cum Flasher

• Restaurant and home kitchen

• Water heater

• Propane tank stations

• Exhaust gas and fuel leaks

• Gas Metering Station

• Sewage treatment

• Tunnel construction

• Ambient monitoring 

• Gas pipeline

• Cabin leaks

• Plumbing check

• Municipal, electricity, mining

• Brewing and other places to 
detect flammable gas

General : 

Electrical : 

Operating Temperature   :  -20°C to 60°C (For FLP) ; 0°C to 55°C (For WP)
Storage Temperature       :  0 to 55°C

Environmental: 

For 'TEST'         :  Long press this key to check the LED's & Relay functionality

Test Function: 

GAS LEAK ALERT is household/ domestic gas alarm wall-mounted designed 

to detect the concentration of combustible gas or vapours using fast 

response sensors and manufactured with advance featured technology. It 

provides visual and audible alarms when the gas concentration crosses the 

pre-set alarm levels and alerts user to take immediate required actions

Optional                                :   Single relay of rating 5A/ 24VDC & 230 VAC to operate 
                                                     shut off value

Output : 

Features Features 

Applications Applications 

Approval  & Compliance for Flameproof Enclosure by PESO:

     Certified to Ex d IIC T6 Gb (-25°C ≤ Ta ≤ + 60° C)

                Ex tb IIIC T85°C Db, IP68

• Standard compliance :

    1)  IS/IEC 60079-0: 2017     2)  IS/IEC 60079-1: 2014

    3)  IS/IEC 60079-31: 2013  4)  IS/IEC 60529: 2001

Approvals & ComplianceApprovals & Compliance

IntroductionIntroduction

Flameproof Housing:  

Protection Class        :   IP68  
Cabinet Material       :   Cast aluminum alloy, LM-6
Approval                       :   CMRI approved for IIA & IIB or IIC gas group  

Cable entry                  :   Double compression cable gland EX-proof M20 x 1.5(P) 

Stopping Plug             :   (M20 x 1.5P)

Mounting                      :    Wall Mounting / Stand Mounting / Pipe Mounting
Dimension                    156mm (H) with Sensor Holder x 198mm (W) x 97mm (D):   
Weight                           :    1.20Approximately  kg    

Certificate Agency Certificate No. Certificate Dt.
CIMFR IN/CIMFR/TR20/3007 22/10/2020
PESO P538850/10 29/06/2022

Certificate Agency Certificate No. Certificate Dt.
CIMFR IN/CIMFR/TR21/R/1143 23/07/2021
PESO P538850/3 16/06/2022

Certificate Agency Certificate No. Certificate Dt.
CIMFR 12/10/2021
PESO P538850/7 16/06/2022

IN/CIMFR/TR21/R/2147

TECHNICAL SPECIFICATIONS

GAS LEAK ALERT : GLA-222-FLP/WP
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GLA-222-FLP GLA-222-WP

Magnetic Wand 
For Programming  

3-PIN SOCKET 
MAIN SUPPLY

230 VAC

2-PIN SOCKET 
MAIN SUPPLY

230 VAC

POWER ADAPTER 
24 VDC OUTPUT

INPUT SUPPLY
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TECHNICAL SPECIFICATIONS

Protection Class        :   IP65  
Cabinet Material       :   Polycarbonate, ABS Grey (RAL7035)
Cable entry                  :    Polyamide Cable Gland M12
Dimension                      141mm (H) with M20 Sensor Holder x 130mm (W) x 70mm (D):
Mounting  :    Wall Mounting / Stand Mounting / Pipe Mounting
Weight  :    300Approximately  gm

 Weatherproof Housing :

ORDERING INFORMATION

CIMFR
*Before placing order please refer the above ordering information or contact below address for assistance

WEATHERPROOF ENCLOSURE DIMENSION & MOUNTING DETAILS

FLAMEPROOF ENCLOSURE DIMENSION & MOUNTING DETAILS

FRONT VIEW
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mm

 198mm 
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SIDE VIEW
 97mm 

BACK VIEW
 90mm 

90
mm

4 Nos. 8 THRU.
MOUNTING HOLES

Gas Range Table :

SR NO. TYPE GASES

LPG/LNG/PNG/CNG/CH4

LPG/LNG/PNG/CNG/CH4

Catalytic / Pellistor

RANGE

0 TO 100 %LEL1

LPG 0 TO 50 %LEL2

Semiconductor

Semiconductor

0 TO 20 %LEL3

GLA-222-XXX-0-2

MODEL NO. ENCLOSURE
FLP : FLAMEPROOF
WP : WEATHERPROOF

QsenS Series 

0 : DEFAULT INPUT SUPPLY
0 : 9 VDC - 24 VDC (24 VDC TYPICALLY)
1 : 24 VDC WITH ADAPTER
2 : 230 VAC, 50Hz

 141mm 
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 70mm 

 90mm 
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